# Palazzo Bullnose

## Specs:

<table>
<thead>
<tr>
<th></th>
<th>12 x 12</th>
<th>12 x 24</th>
<th>24 x 24</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stone Size</td>
<td>11 3/4&quot; x 11 3/4&quot;</td>
<td>11 3/4&quot; x 24 1/2&quot;</td>
<td>23 1/2&quot; x 23 1/2&quot;</td>
</tr>
<tr>
<td>Thickness</td>
<td>5cm</td>
<td>5cm</td>
<td>5cm</td>
</tr>
<tr>
<td>Stones Per Sq. Ft.</td>
<td>1</td>
<td>0.5</td>
<td>0.25</td>
</tr>
<tr>
<td>Stones Per Pallet</td>
<td>120</td>
<td>60</td>
<td>20</td>
</tr>
<tr>
<td>Sq. Ft. Per Pallet</td>
<td>120</td>
<td>120</td>
<td>80</td>
</tr>
<tr>
<td>Weight Per Piece</td>
<td>22</td>
<td>44</td>
<td>88.2</td>
</tr>
<tr>
<td>Weight Per Pallet</td>
<td>2690</td>
<td>2690</td>
<td>1813</td>
</tr>
</tbody>
</table>

## Chamfer:

- Standard Chamfer

## Applications:

Pool coping, steps, wall caps and counter tops. All on-grade installations require joint spacers.

## Notes:

Bullnose: Long Side, Short Side, 2 Sided & 4 Sided for Caps. Installation specs, details and additional patterns (PDF, PAT & DWG), are available online.